TECHNOLOGIES
x 1
*PLATINUM

VERSIONS

Compatible with all types of helmets thanks to its low profile shape and its quick-release system, the X810 offers an
array of innovations. Compact, panoramic and modular, in waterproof or ventilated version, the X810 offers protection

for the most extreme situations. In its ventilated version, the X810 goggle provides the best resistance to fogging with
its PLATINUM coating. e

SUPPLIED WITH : Microfiber pouch - case X810NPSI
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9° QUICK-RELEASE SYSTEM

9° PLATINUM COATING : ANTI-SCRATCH
& ANTI-FOG

AVAILABLE WITH CORRECTIVE LENSES
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NON-CONTRACTUAL PICTURES


https://flowcode.com/p/VFIwLG1Yv?fc=0

BALLISTIC
= b - OUTER PACK:
REFERENCE VERSION LENS MARKING FRAME MARKING RESISTANCE V50 MIL-PRE COATING MEInELE oD e Sie:60 x50 x40 om
STANAG 4296 MCEPS B B Weight: 17.9 kg
M xsionesi CLEAR 2C1.2%71BTKNCE 7 EN166 34 5BTCE 900 KM/H-250 W/ GLif[‘)‘_?g_1 ) PLATINUM 3660740006808 - 3660 740 206 B02 s
32432 . }
X810NPSIJP CLEAR 2C-1.2%71BTKNCE ©7EN166 34 5BTC€ 900 KM/H-250 /S GLPD 1042 PLATINUM s
FAX810CSP COPPER 5-1.4 7 1BT KN C€ 929 KM/H-258 M/S PLATINUM 3660740007997 3660740107994 & pcs 3660740207991 - 240 5cs
FAX810PSF @ sMOKE 5-31%71BTKNCE 929 KM/H-258 M/S 32432 PLATINUM 3660740006846 3660740106843 5 3660740206840 20055

BOLLE SAFETY PRODUCT APPROVAL CERTIFICATES TO C€ STANDARDS WILL BE SENT ON REQUEST. CUSTOM CODE: 9004901000

BALLISTIC STANDARDS OPTIONAL ACCESSORIES

REFERENCE DESCRIPTION SINGLE: INNER BOX: OUTER PACK:

s TA”AG M’L-P B F MGEPS PR ONSERT 3660740008031 3660 740 108 038 3 660 740 208 035
4296 32432 GL-PD-10-12

GENERAL SPECIFICATIONS CLEANING & STORAGE
KNOW MORE

POLYCARBONATE - 3MM - ABOUT
LENS CURVE 9 CE EN166 - EN170 MARKINGS:

FRAME NYLON/TPR - VENTED ANSI ANSI| Z87.1-2015 m

STRAP NYLON POLYESTER AS/NZS OR SCAN:

CLEANING: The lenses should be cleaned regularly. Bollé Safety recommends only using the B-clean
lens cleaning system.

MAINTENANCE: Pitted, scratched or damaged lenses must be replaced by replacing the complete
product. If the frame is damaged also replace the complete product. After each use it is recommended to keep the
spectacles or goggles in a microfiber pouch or rigid case.

STORAGE: Al products must be stored in a dry and clean environment.
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